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AMENDMENTS N O -|- E S
A ORIGINAL
L DS 1 LOW VOLTAGE AERIAL BUNDLED CABLE TO AS/NZS 3560.1.
3 ol 2. CONTINUOUS CURRENT RATINGS SHOWN ARE FOR 0.5 METRES/SECOND WIND SPEED,
RENCIgs0a1
M.D.E. J. Hass
NOTE ADDED - G.R. 88
DR"N B.G.H.
S vk ACTIVE
JOB No[ 970051
NMNS W.l.
__|REDRAWN TO SUIT C PHASE [ONE RIB)
Endeavour Energy
STADARDS THREE RIBS B PHASE NOTE: MAY BE CONNECTED
D [oARelzs 0703 TWO RIBS TO ANY ACTIVE PHASE
JOB No| XD3MAINO
DSM [ G. Ford 5.3.03
CURRENT RATINGS
5| AMENDED. NOTE 2
ADDED. 4x150mn? )
LVABC DTLS ADDED
DR'N [BF
E CH'D |GB
DATE|07.11.06
= JOBNOgEESMAlNO A PHASE
REDRAWN
DRN [SF ONE RIB
l: CHD [R.D
DATE[22-10-24
JOBNo|N/A
EDM K.S [an)
REPLACED STOCK CODE
BY MATERIAL NO.
{
NEUTRAL 07
RIBS EVENLY = = NEUTRAL
SPACED AROUND 01 RIBS EVENLY SPACED
CIRCUMFERENCE = = AROUND CIRCUMFERENCE
L-CORE CABLE 2-CORE CABLE
IDENTIFICATION OF CORES
NUMBER AND MATERIAL CABLE END DIAMETER DIAMETER DIAMETER OF NUMBER OF
SIZE OF NUMBER SEAL OF CABLE OF CORE CONDUCTOR STRANDS
CORES HEA TSHRINK D D1 D7
No x mm? mm mm mm
L x 95 1000000904 1000007562 38.4 15.9 1.9 19
L x 25 1000008357 1000007562 22.7 9.2 6.1 )
2 X 25 1000008356 1000007562 18.4 9.2 6.1 J
L x 150 1000005254 1000007562 L56 18.9 14.9 19
NUMBER AND MASS OF MINIMUM BENDING RADIUS CONTINUOUS VOLTAGE DROP
SIZE OF CABLE INDIVIDUAL CABLE CURRENT
CORES CORE RATING mV /A m
No ¥ |'ﬂ|'ﬂ2 kg/l’ﬂ Mmim MM A 3 PH 1 PH
L x 95 1.35 70 345 180 070 _
L x 25 0.40 L0 135 80 2.59 -
2 x 25 0.20 L0 110 85 - 2 99
L X 150 2.02 80 410 230 0 45 _
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