
A ( 1 : 10 )
B ( 1 : 10 )

11KV Surge Arrester Detail

Note: Surge arrester is not supplied by ABB.

PARTS LIST

DESCRIPTIONPART NUMBERQTYITEM

NXB 24KV C/W E-ST,BC,SA/BRKT 

a) 1* 24KV NXB Sectos Unit with position indicator,Operating arm (hook-stick lever)

b) 2* Surge arrester Mounting bracket

c) 6* Earth bar 

d) 6* Bird guard

e) 1* Pole mounting bracket ( suitable for both Pole top and Mid-pole installation)

f) 2* Mounting clamp kit

g) 4* Surge arrester support leg

7508261-NBR11

NXB MOUNTING KIT C/W MPO, FB-GALV DOWNROD,GUIDE is completed with

a) 1*Z-Shape bracket

b) 1* downrod support kit 

c) 1* 3 meter Fiberglass downrod (size 44*44*6.4) and insert of both ends and clamp plate on top end

d) 2* fiberglass to 32NB Downrod adapter

e) 1* 2.3 meter galvanized pipe (Size 32NB , OD:42.4, ID:37.2)

f) 1*2.3 meter galvanize pipe (Size 25NB,OD:33.7, ID:27.3)

g) 1* Automatic locking mid-pole operator

h) Optional upon request (3* Strap tension plate-Part Number PT30)

7508262-NBR13
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MID POLE NXB 24KV C/W E-STP B/CAP SA/BRKT MPO KIT

7508260-NBRM
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Note: Use these lifting points to take the Sectos unit out of box.

These lifting points can also be used to carry Secots unit and pole 

bracket for installation.

Fix the lifting hooks diagonally to opposite corners of the switch

in order to get a balance.

Earth point

B    SH            -           25-3-15     1) Design of pole mounting bracket was modified. 2) four support legs were added to facilitiate surge arrester installation on ground.   3) Design of S/A mounting bracket was modified.             WW        SH

707070

240240

7
5
,
7
5

1191

1299

1

5

0

153

250


5

0

2
4
8


1

7

5
0

Ø

1
3
 
(
2
 
p
l
.
)

(
S

u

i
t
a

b
l
e
 
f
o

r
 
M

1
2

 
B

o
l
t
s
)

Support leg (8XECD.100.249) for Surge arrester installation
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C    SH            -           26-6-15     1) Design of support legs was modified (width increased to 100 mm)   2) 4 SA Support legs added to BOM.                                                                                                                         WW        SH
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NXB 24KV C/W E-STP B/CAP SA/BRKT MPO KIT (Accessories)
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