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LV NEUTRAL/EARTH BAR
REFER NOTE 1

NOTES
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LV NEUTRAL/EARTH BAR TO BE INSULATED FROM SUPPORT FRAME
USING POST INSULATORS (ITEM 2). ON COMPLETION, NEUTRAL/EARTH
BAR TO BE TAPED WITH 2 HALF LAP LAYERS OF PVC TAPE TO

PREVENT PERSONNEL CONTACT.

2. BARE OR SINGLE INSULATED CABLES (INCLUDING ACTIVES, NEUTRALS,
MDI & HEATER CABLES, LV EARTHING CONDUCTORS ETC), NOT
ASSOCIATED WITH HV EARTH GRID, ARE TO BE SEPARATED FROM
HV EARTHS & LV FRAME, BY A DISTANCE OF 50mm MINIMUM, OR ELSE
BE DOUBLE INSULATED USING PVC CONDUIT OR SIMILAR.
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NO | /ORG __ |DESCRIPTION QrY_[REFE
1 [S710527 GABLE COPPER SD 19/2.14 PVC A/R =
2 [SY10204 [NSULATOR POST FOR 22KV ABS WITH M12 STUD 2| 0106p2
3 [SL10503 UG COPPER CRIMP 19/2.14 SCREW M12 2 |-
4 [SBI1084 HOLT STEEL HEX HD GALV M12 x 40 LG 2 |-
5 [SBI1106_BOLT STEEL HEX HD GALV M12 x 25 LG 2 |-
6 |SW10493 WASHER STEEL FLAT RND GALV 12 41—
® . ® PM SUB MDI & NEUTRAL CONN 076351
-‘- {:]- PM _SUB SEPARATE EARTH LAYOUT 049801
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